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Asbestos Re-inspection SurveyReport July 3, 2013
Warehouse 1
GSA Building Number WA0824KF
2701 C Street Southwest
Auburn, Washington

RE-INSPECTION PROJECT SCOPE

At the request of General Services Administration (GSA), Med-Tox Northwest (MTNW),
representing U.S. Public Health Service Federal Occupational Health (FOH), performed a
condition re-inspection of GSA’s Warehouse 1 (building number WA0824KF) located at
2701 C Street Southwest in Auburn, Washington. A visual inspection was conducted and
provided a current physical assessment of previously identified asbestos-containing
building materials (ACBM) and materials that were assumed asbestos-containing as
identified in the March 28, 2007 EHS International, Inc. (EHSI) re-inspection report.
Physical assessment data from the 2007 EHSI report was also reviewed.  Material
location drawings can be found in Appendix A.  Copies of the current physical assessment
data sheets (Asbestos Re-inspection forms) can be found in Appendix B.  This re-
inspection of GSA’s Warehouse 1 was performed on September 10, 2012 by FOH
representative Jon Havelock of MTNW, a certified Asbestos Hazard Emergency
Response Act (AHERA) building inspector.  Mr. Havelock’s AHERA building inspector
certification is included in Appendix C.

BUILDING DESCRIPTION

GSA’s Warehouse 1 is primarily a warehouse building with shop and office areas.  Interior
finishes include exposed wood framing, plaster, gypsum wallboard and acoustical ceiling
tile, carpet and vinyl floor tile.  The structure is wood-framed with a flat built-up roof.
Heating is provided by a hydronic system.

ASBESTOS CONTAINING MATERIALS PREVIOUSLY IDENTIFIED

As part of the scope of this re-inspection, the 2007 EHSI re-inspection report for GSA’s
Warehouse 1 was reviewed.  This GSA facility does contain known friable and non-friable
ACM.  The following table provides a summary of asbestos materials identified from the
2007 EHSI re-inspection report (note; these materials are from both the report executive
summary table and the re-inspection physical assessment table in Appendix A which did
not have the same materials):

Material Location Quantity Abatement
estimate

Cement asbestos
board

Exterior and sprinkler
control housings

3,800 square feet $1.65 square foot

Pipe fittings Throughout (except
boiler room)

260 each $ 25.00 each

Pipe insulation Throughout (except
boiler room)

2,417 linear feet $ 20.00 a linear
foot
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Material Location Quantity Abatement
estimate

9-x 9-inch vinyl
asbestos tile (VAT)
and ACM mastic on
concrete (some under
carpet)

Office areas, hallway,
and entry to
restrooms

5,384 square feet $2.00 square foot

Floor expansion seam
caulking

Warehouse bays 1-4 1,480 linear feet $6.00 linear foot

Composite asphalt
roof sheet

Unknown, not
identified on drawing
or assessment sheet

Unknown N/A

Exterior wall
expansion joints

Exterior walls 1,400 linear feet $6.00 linear foot

Note: Unit pricing could be much higher or lower based on the quantity of material that an abatement
contractor is bidding on.

Suspect ACBM may not have been previously sampled; therefore, was identified as
assumed ACBM. The following table identifies assumed suspect ACBM from the 2007
EHSI re-inspection report:

Material Location Quantity Abatement
estimate

Glued-on ceiling tile
and mastic

Office areas None, tile not
glued

N/A

Gaskets Throughout 8 each $20.00 each

TSI inaccessible in

Boiler room walls

Boiler room walls Unknown N/A

Fire door cores Throughout 12 each $150.00 each

White patching on
ceiling joists

Warehouse bays 1-4 200 square feet $25.00 square
foot

Felt vapor barrier
under CAB in exterior
soffit

Exterior and sprinkler
control housings

3,800 square feet $0.50 square foot

Note: Unit pricing could be much higher or lower based on the quantity of material that an abatement
contractor is bidding on.
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Suspect materials that were previously sampled and found to be non-asbestos containing
as identified in the 2007 EHSI re-inspection report are identified in the following table:

Material Location

12-x 12-inch white with black specs vinyl
floor tile and mastic

Office area break room

Gypsum wallboard system Office areas

Window putty Boiler room

Wall texturing Throughout office areas

Plaster Ceilings and wall throughout office areas

2-x 4-foot suspended acoustic ceiling tile Throughout office areas

Joint compound Throughout office areas

Boiler interior woven insulation Boiler

Cove base and mastic Throughout

For a complete listing of the current re-inspection assessment forms, see Appendix B.

RE-INSPECTION OBSERVATIONS

All previously identified asbestos containing materials appear to be in good to fair
condition at the time of the re-inspection.

CONCLUSIONS AND RECOMMENDATIONS

The material condition should be monitored by all employees in the facility, and if any
damage is identified, notification must be made to the appropriate individuals.

Based on our conclusions, FOH is making the following recommendations:  Continue to
monitor material condition-any damage must be repaired or cleaned by asbestos certified
workers.  At a minimum, asbestos awareness training should be provided to all
maintenance workers as required by Federal and State regulations.

If any remodeling or demolition is to be performed, FOH recommends that a destructive
inspection be performed. Destructive sampling would identify any concealed materials
that may be disturbed by the project and potentially exclude materials that are presently
known or assumed asbestos. Federal and State regulations require that any suspect
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material be treated as asbestos-containing until laboratory analysis demonstrates that it is
non-asbestos.  This sampling must be conducted by an accredited EPA/AHERA building
inspector.  The analysis must be performed by an accredited laboratory.

A copy of FOH representative Marc Rickert’s AHERA building inspector certification is
included in Appendix C.

LIMITATIONS

Reasonable effort was made by FOH to locate and reassess the condition of all materials

identified in the EHSI re-inspection. During the current re-inspection, not all rooms or
areas were accessible due to tenant restrictions. As part of this re-inspection, GSA
should note that only materials defined as being suspect materials in the EHSI re-
inspection were to be assessed during this re-inspection, and did not require the
addressing of concealed materials within the building. The scope of work did not include
verification of the original survey documents. While the assessment of these materials is
not required, sampling of these materials is required by local and/or State of Washington
regulations prior to renovations or demolition of a building. Destructive investigation and
sampling is required prior to any renovation or demolition of the building.  Failure to follow
these recommendations may result in visible emissions of unknown asbestos materials
resulting in regulatory citations and monetary fines; FOH cannot be held liable or
responsible for failure to follow these recommendations.

This report has been prepared for the exclusive use of FOH and GSA; FOH cannot be
held responsible for interpretation by others of the data contained in this report; any use of
this report shall include the entire document.  This re-inspection is not intended for use as
abatement plans, specifications or abatement project design.
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If you have any questions regarding this report or require further clarification, please do
not hesitate to contact me at (253) 351-0677.

Inspected By:

Jon A. Havelock, CSP, CHMM

AHERA Asbestos Building Inspector Certification #:113447

Expires: 9/12/2013

Reviewed By:

Ingrid Holznagel

Project Manager

Attachments:

Appendix A – Drawings

Appendix B – Asbestos Re-inspection Forms

Appendix C – AHERA Building Inspector Certification
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APPENDIX A

DRAWINGS
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APPENDIX B

ASBESTOS RE-INSPECTION
FORMS



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Building Name: GSA Warehouse 1 Building Number: WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon 253-931-7720Telephone:
Address: 2701 -C Street Southwest, Auburn, Washington
HSA #: 198
Functional Area / Location: Floor 1: Break room, Entry to Women and Men restrooms - See HM drawings

ORIGINAL AHERA INSPECTION DATAllii®

Type of Asbestos
Material: Surfacing TSI 0 Misc. Friable 0 Non Friable Not Accessible

Asbestos Material
Description: Glued-on ceiling tile with mastic

0 Assumed ACM Laboratory Analysis ACM %: 0SF LF EA410N/A Quantity:

RE-INSPECTION DATAII
(fltoh> |^[Yes No YesT f̂NoDate: Change from Prior Inspection: Sample Taken:

SF LF EA Friable Non FriableAmount of Asbestos Material:

do /Jen
4u hj& tx fpZ gt- Af-tC P kOi fioqf AA-jAL • '

l tA.tk(Asbestos Material Description: A

1. }
CONDITION AT THE TIME OF INSPECTION

Deterioration Water "MPhysical Localized DistributedType of Damage: Location of Damage:

0% 1-10% [Sjo-20% > 25% Good Fair PoorExtent of Damage: Overall Rating:

^plurL r̂Damage Description:

POTENTIAL FOR DISTURBANCE
High Medium Low

Contact Frequency:

Vibration Influence:

Air Erosion Potential:

Overall Rating;

Comments:

d:

\ \ ~b HT| 9UUU2>L

Inspector Signature: / f /
AHERA Inspector Certification)#:

Date

C )



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Building Name: GSA Warehouse 1 Building Number: WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon 253-931-7720Telephone:
Address: 2701-C Street Southwest, Auburn, Washington

TfHSA #: 216A
Floor 1 and roofnExterior soffit/interior walls of sprinkler control valve housings on
west and east walls:— '

Functional Area / Location:

xmmmm
Tv.LTATviTn’AT; ORIGINAL AHERA INSPECTION DATA

Type of Asbestos
Material: Surfacing TSI 0Misc. Friable 0 Non Friable Not Accessible

Asbestos Material
Description: Cement asbestos board

Assumed ACM 0Laboratory Analysis ACM %: 0SF LF EA3,800Quantity:

RE-INSPECTION DATA

°[ ( lo [ )'d' Yes 'Sf NoDate: Yes NoChange from Prior Inspection: Sample Taken:

Friable l^Non FriableAmount of Asbestos Material: SF LF EAA/0 (TWI/YA fC
(TArt?) fA~ nJr-C S'tAfy&UA AAftf>trill- [ j&\ I.gs* (A <2K . *

[ A*—Asbestos Material Description:

CONDITION AT THE TIME OF INSPECTION
Deterioration Water ^Physical

0% 1-10% 10-20% > 25%

H Localized DistributedType of Damage: Location of Damage:

Good^Fair PoorExtent of Damage: Overall Rating:

M j yiOvL, rA c> sDamage Description:
f

POTENTIAL FOR DISTURBANCE
High Medium Low

Contact Frequency:

Vibration Influence:

Air Erosion Potential:

Overall Rating:

Comments:
-VfiM-lWk U frCA/A Ux^.L i uJ

Inspector Signature: A~7A/-- l/L
AHERA Inspector Certification) #: ^,

'1 ^P'^/ 1 ^ I1 ^
9 (t o l litDate
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AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Building Name: Building Number: WA0824KFGSA Warehouse 1
Service Center: Northwest/Arctic Region

253-931-7720Property Manager: Rick Gordon Telephone:
Address: 2701 -C Street Southwest, Auburn, Washington

-7HSA #: 216B
Functional Area / Location: Floor 1\Exterior soffit

ORIGINAL AHERA INSPECTION DATAS

Type of Asbestos
Material: 0Friable Non FriableSurfacing TSI 0Misc. Not Accessible

Asbestos Material
Description: Felt vapor barrier paper associated with cement asbestos board

0SF LF EA0Assumed ACM Laboratory Analysis ACM %: 3,800N/A Quantity:

RE-INSPECTION DATA I

°[ /10 f / Yes {^[NOYesDate: Change from Prior Inspection: Sample Taken: i

Friable Non FriableSF LF EAAmount of Asbestos Material:

r h/uWf hi t?f )A T \ l<r>
Asbestos Material Description:

N

CONDITION AT THE TIME OF INSPECTION
Deterioration Water Physical Localized DistributedType of Damage: Location of Damage:

fc(o% 1-10% 10-20% > 25% '^Good Fair PoorExtent of Damage: Overall Rating:

Damage Description:

POTENTIAL FOR DISTURBANCE
High Medium Low

RContact Frequency:

Vibration Influence: R
ftAir Erosion Potential:

Overall Rating:

Comments:

Inspector Signature: 'k\L̂.A . 0
. AHERA Inspector Certification #: 11'A l\M'1 LVp

sJsfYQ Date



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Building Number: WA0824KFGSA Warehouse 1Building Name:
Service Center: Northwest/Arctic Region

253-931-7720Property Manager: Rick Gordon Telephone:
Address: 2701-C Street Southwest, Auburn, Washington
HSA #: 255
Functional Area / Location: Floor 1: Throughout, All Exterior Walls

ORIGINAL AHERA INSPECTION DATA

Type of Asbestos
Material: Surfacing TSI 0Misc. Friable 0 Non Friable Not Accessible

Asbestos Material
Description: Exterior ACM expansion joints

SF 0 LF EAAssumed ACM 0Laboratory Analysis ACM %: 1,400Quantity:

RE-INSPECTION DATA

Yes BiyoYes ^ No Sample Taken:Change from Prior Inspection:Date:

Friable Vf Non FriableSF LF EA//O

V7>r4ilAg t'1 i'Wtk .4 7̂ (Tl/i/u) p^viA^ i VA^S

Amount of Asbestos Material:

Asbestos Material Description:

}
CONDITION AT THE TIME OF INSPECTION

Localized DistributedDeterioration Water PhysicalType of Damage: Location of Damage:

^Good Fair Poor^0% 1- 10% 10- 20% > 25%Extent of Damage: Overall Rating:

Damage Description: AJ \ A

POTENTIAL FOR DISTURBANCE
High Medium Low

¥*•
Contact Frequency:

Vibration influence: 'a^Air Erosion Potential:

V-Overall Rating:

Comments:

A-. d i />As.Inspector Signature:
AHERA Inspector Certificatibn tit:

Date<P\AA-
U 3HH1 ^ /19 /17-



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Building Name: GSA Warehouse 1 WA0824KFBuilding Number:
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon 253-931-7720Telephone:
Address: 2701-C Street Southwest, Auburn, Washington
HSA #: 258
Functional Area / Location: Floor 1: Warehouse Bay 1-4 - See HM drawings

Mil
> -,r ORIGINAL AHERA INSPECTION DATA

Type of Asbestos
Material: Surfacing TSI 0Misc. Friable 0 Non Friable Not Accessible

Asbestos Material
Description: Core Fire doors

0Assumed ACM Laboratory Analysis ACM %: Quantity: 12 (10' X 20') dSF LF 0EAN/A

RE-INSPECTION DATA

^LNO Yes (£] NoDate: YesChange from Prior inspection: Sample Taken:

Friable Non Friable'Si-'Vl/U-T?
t\' i rfc p f AfiP)

Amount of Asbestos Material: SF LF EA

ACHAALC -̂V. t"SAsbestos Material Description:
i LAJ

Y
CONDITION AT THE TIME OF INSPECTION

Deterioration Water Physical Localized DistributedType of Damage: Location of Damage:

0% 1 -10% 10-20% > 25%

A/C/LM-T
Good Fair PoorExtent of Damage: Overall Rating:

Damage Description:

POTENTIAL FOR DISTURBANCE
High Medium Low

0.Contact Frequency:
Vibration influence:

0Air Erosion Potential:

Overall Rating:

Comments:

luiL imut £Mi>Inspector Signature:
AHERA Inspector Certification #:

Date



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Datai;

Building Name: GSA Warehouse 1 Building Number: WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon 253-931-7720Telephone:
Address: 2701-C Street Southwest, Auburn, Washington
HSA #: 304A
Functional Area / Location: Floor 1: Hallway, Entry to Men restroom - See HM drawings

ORIGINAL AHERA INSPECTION DATA IH-'crl:-

Type of Asbestos
Material: Surfacing TSI 0Misc. 0Friable Non Friable Not Accessible

Asbestos Material
Description: 9" VAT with ACM mastic on concrete

Assumed ACM 0Laboratory Analysis ACM %: 0SF LF EA1,340Quantity:

RE-INSPECTION DATA

Yes piNoYes TZf
'
NoDate: Change from Prior Inspection: Sample Taken:

Friable Non FriableSF LF EAAmount of Asbestos Material:

Asbestos Material Description: '^rQ-UJTA. Q n VPX I

CONDITION AT THE TIME OF INSPECTION
f \

Deterioration Water PhysicalType of Damage: Localized DistributedLocation of Damage:
’^5 0% 1-10% 10-20% > 25% jZ^Good Fair PoorExtent of Damage: Overall Rating:

Damage Description:

POTENTIAL FOR DISTURBANCE
High Medium Low

%Contact Frequency:

Vibration Influence: *&Air Erosion Potential:

Overall Rating:

Comments:

q(o l\ -^Inspector Signature: A
AHERA Inspector Certificatioi

Date

pry ft }t O-



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Building Name: GSA Warehouse 1 Building Number: WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon 253-931-7720Telephone:
Address: 2701- C Street Southwest, Auburn, Washington
HSA #: 304B
Functional Area / Location: Floor 1: Office areas, Entry to Women restroom- See HM drawings

ORIGINAL AHERA INSPECTION DATA __

Type of Asbestos
Material: Surfacing TSI El Wise. 0Friable Q Non Friable Not Accessible

Asbestos Material
Description: Non-ACM carpet over 9" VAT with ACM mastic on concrete

Assumed ACM 0Laboratory. Analysis ACM %: 0SF LF EA4,044Quantity:

RE-INSPECTION DATA

9 koi\^h Yes |^NoYes NoDate: Change from Prior Inspection: Sample Taken:

Friable Non FriableAmount of Asbestos Material: SF LF EA

vhrr>r ;̂— °! ‘ l/ tArf TAAJJ&TAsbestos Material Description: ft i.'-V-T V)i <L..„

AJD ; A r̂ q U--4CY fUA.'S •M.tArfariiPrt . pri ( P-, d, fti
CONDITION AT THE TIME OF INSPECTION

Deterioration Water Physical

[$-Q% 1-10% 10-20% > 25%

Type of Damage: Localized DDistributedLocation of Damage:

Good Fair PoorExtent of Damage: Overall Rating:
Damage Description: A/C\AX̂I

POTENTIAL FOR DISTURBANCE
High Medium Low

%Contact Frequency:

Vibration Influence: a
aAir Erosion Potential:

&Overall Rating:

Comments:

C f l i o h^A.Inspector Signature:
AHERA Inspector Certification #:

/—- Date

I l3^H7 Gyp



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Building Number: WAQ824KFBuilding Name: GSA Warehouse 1
Service Center: Northwest/Arctic Region
Property Manager: 253-931-7720Rick Gordon Telephone:
Address: 2701-C Street Southwest, Auburn, Washington
HSA #: 338
Functional Area / Location: Floor 1: Throughout

ORIGINAL AHERA INSPECTION DATA

Type of Asbestos
Material: Surfacing TSI 0Misc. Friable 0 Non Friable Not Accessible

Asbestos Material
Description: Gaskets

0Assumed ACM Laboratory Analysis ACM %: SF LF 0EA8N/A Quantity:

RE-INSPECTION DATA

Yes I^No Yes ^-NoDate: Change from Prior Inspection: Sample Taken:

Friable fyfNon FriableSF LF EAAmount of Asbestos Material:

Asbestos Material Description:

V J CONDITION AT THE TIME OF INSPECTION
Location of Damage:Deterioration Water Physical Localized DistributedType of Damage:

p§-0% 1- 10% 10-20% > 25% Good Fair PoorExtent of Damage: Overall Rating:

Damage Description: /LTAA-fc

POTENTIAL FOR DISTURBANCE
High Medium Low

Contact Frequency:

Vibration Influence: &
«LAir Erosion Potential:

0Overall Rating:

Comments:

dd ) >i A b x ’Inspector Signature: A (,
AHERA Inspector Certification #:

Date

i /n / i >(
...)



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data>Building Name: GSA Warehouse 1 Building Number: WA0824KF

Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon 253-931-7720Telephone:
Address: 2701 -C Street Southwest, Auburn, Washington
HSA #: 367
Functional Area / Location: Floor 1: Warehouse floor Bay 1-4

ifiORIGINAL AHERA INSPECTION DATA

Type of Asbestos
Material: Surfacing TSI 0Misc. Friable 0 Non Friable Not Accessible

Asbestos Material
Description: Floor expansion seam caulking

SF 0 LF EAAssumed ACM 0Laboratory Analysis ACM %: 1,480Quantity:

RE-INSPECTION DATA

/la [ r> Yes'fj -̂No Yes c^iloDate: Change from Prior Inspection: Sample Taken:

Friable ''^j-Non FriableAmount of Asbestos Material: SF LF EA

Asbestos Material Description: !i /XA-gUjl^rgl tT / |)ArvcS \ vt A 0 Ai )l

JCONDITION AT THE TIME OF INSPECTION
Deterioration Water Physical Localized DistributedType of Damage: Location of Damage:

l3L.Good Fair Poor"gL.0% 1-10% 10-20% > 25%Extent of Damage: Overall Rating:

Damage Description:

POTENTIAL FOR DISTURBANCE
High Medium Low

0.Contact Frequency:

Vibration Influence:

Air Erosion Potential:
Overall Rating:

Comments:

- • 1I^UJ^JZAJ7

t l o HH1
Inspector Signature: /

AHERA Inspector Certification #:
DateI
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AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

i

' Building Name: Building Number: WA0824KFGSA Warehouse 1
Service Center: Northwest/Arctic Region

253-931-7720Property Manager: Rick Gordon Telephone:
Address: 2701-C Street Southwest, Auburn, Washington
HSA #: 372
Functional Area / Location: Floor 1: Warehouse Bay 1-4 on wood joist beam at ceiiing levei

ORIGINAL AHERA INSPECTION DATAixy.

Type of Asbestos
Material: Surfacing TSI Misc. 0Friable Non Friable Not Accessible

Asbestos Material
Description: Patching

0SF LF EA0Assumed ACM Laboratory Analysis ACM %: 200N/A Quantity:

RE-INSPECTION DATA

( [ Q ( C) Change from Prior Inspection: ^Jfes No Yes \f\ NoDate: Sample Taken:

Friable Non FriableSF LF EAAmount of Asbestos Material:

Asbestos Material Description: n/

}
CONDITION AT THE TIME OF INSPECTION

Deterioration Water Physical Localized DistributedType of Damage: Location of Damage:

0% 1-10% 10-20% •> 25% Good Fair PoorExtent of Damage: Overall Rating:zDamage Description:
Z

POTENTIAL FOR DISTURBANCE
High Medium Low

Contact Frequency:
Vibration Influence:
Air Erosion Potential:

Overall Rating:

Comments:

*?/IQ / ( >Inspector Signature: Xj
AHERA Inspector Certification it: ^

DateA.

UViHi ^0,



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

WA0824KFBuilding Name: GSA Warehouse 1 Building Number:
Service Center: Northwest/Arctic Region
Property Manager: 253-931-7720Rick Gordon Telephone:
Address: 2701-C Street Southwest, Auburn, Washington
HSA #: 379
Functional Area / Location: Throughout - See HM drawings

ORIGINAL AHERA INSPECTION DATA

Type of Asbestos
Material: Not AccessibleSurfacing 0TSI Misc. 0Friable Non Friable

Asbestos Material
Description: TSI pipe fittings

SF LF 0EAAssumed ACM 0 Laboratory Analysis ACM %: 260Quantity:

RE-INSPECTION DATA

Yes

^Friable Non Friable^ fin / i> Yes ^NoDate: NoChange from Prior Inspection: Sample Taken:

SF LF EAAmount of Asbestos Material:

T-S i p> if )gr SJztUA&SAsbestos Material Description:

J CONDITION AT THE TIME OF INSPECTION
Localized DistributedDeterioration Water PhysicalType of Damage: Location of Damage:

l^Good Fair Poor1- 10% 10-20% > 25%Extent of Damage: Overall Rating:

Damage Description:

POTENTIAL FOR DISTURBANCE
High Medium Low

$Contact Frequency:
Vibration Influence: %

aAir Erosion Potential:

0-Overall Rating:

Fi M A O c k i*)pxiIA. s l y?! f t.f i T I Jckdh
~SL ox XJA cxr /wcd^ki. £ H*LLL drfavJi vAP, ( PA/A-WF A TTATTA i/uyHk/w flrC.

L)| I n n i l /^T RXmA )'

Comments:

i

A - 1 ( 0Inspector Signature:
AHERA Inspector Certificatio

DateM.

[ iJfi'il r v p y /i^ jiTr



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

; Building Number: WA0824KFBuilding Name: GSA Warehouse 1
Service Center: Northwest/Arctic Region

253-931-7720Property Manager: Rick Gordon Telephone:
Address: 2701 - C Street Southwest, Auburn, Washington
HSA #: 381
Functional Area / Location: Floor 1: Throughout - See HM drawings

ORIGINAL AHERA INSPECTION DATAss

Type of Asbestos
Material: Not AccessibleSurfacing 0TSI Misc. 0Friable Non Friable

Asbestos Material
Description: TSI pipe insulation on runs

SF 0 LF EAO Assumed ACM 0 Laboratory Analysis ACM %: 2,417Quantity:

Ill RE-INSPECTION DATA

Yes ^NoChange from Prior Inspection: Yes'rf No3 licliTT Sample Taken:Date:

^Triable Non FriableSF LF EAAmount of Asbestos Material:

lOi OJLQGJ LviAtX.Asbestos Material Description:

( )
CONDITION AT THE TIME OF INSPECTION

Localized DistributedDeterioration Water PhysicalType of Damage: Location of Damage:

^Good Fair Poor^0% 1-10% 10-20% > 25%Extent of Damage: Overall Rating:
Damage Description: AXAA-£

POTENTIAL FOR DISTURBANCE
High Medium Low

Contact Frequency:

Vibration Influence: n
ELAir Erosion Potential:

9Overall Rating:

Comments:

L d l l ^Inspector Signature:
AHERA Inspector Certification

Date,4A

MM1 gyp (f/i
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Asbestos Re-inspection SurveyReport July 3, 2013
Warehouse 1
GSA Building Number WA0824KF
2701 C Street Southwest
Auburn, Washington

APPENDIX C

AHERA BUILDING
INSPECTOR CERTIFICATION



Certificate of Completion
This is to certify that

Jon A. Havelock
has satisfactorily completed

4 hours of refresher training as an

Asbestos Building Inspector
to comply with the training requirements of

TSCA Title II / 40 CFR 763 (AHERA)

138688
Certificate Number

Sep 12/2012
Date(s) of Training

Exam Score: NA
Expiration Date: Sep 12, 2013

5ARGUS 0-nEPA Provider Cert. Number: 1085
TRAINING-CONSULTING fl

Argus Pacific, Inc. •1900 W. Nickerson, Suite 315 -Seattle, Washington •98119 * 206.285.3373 * fax 206.285.3927

PJi


